GPH-2B Parcall Yuksek Tonajli H-Tipi Presler

STANDART OZELLIKLER
e (Celik konstriksiyon takviyeli gbvde
* Pndmatik kavrama-fren
e 8 Ylzeyden yataklanmis kog
o (ift biyel kol
e Sabit strok
e T kanalli ilave ek plaka
* Fotoselli koruma perdesi
¢ PLC kontrol sistemi
* Piyano tipi kontrol panosu
e Dokunmatik LCD ekran
e Kogcta balansiyer piston
¢ Motorlu kog ayar mekanizmasi
e Agin yUk hidrolik sigortas
e Kapal yag haznesinde digli grubu
e Tam otomatik ince yaglama sistemi
e Cift bobinli emniyet valfi
e Motor ters hareketi
¢ CE emniyet direktiflerine uygun

ISTEGE BAGLI AKSESUARLAR
* Hiz kontrol Unitesi
e Kalp koruma sistemi
e sl iglemli gelik gdvde

GPH-2B Piece High Tonnage H-Type Presses GERMAK

MAKINA SAN. TiC. LTD. STi.

STANDARD FEATURES

Steel construction body

Pneumatic clutch and brake system
8 Quides slide system

Double crank design

Fixed stroke

Extra table plate

Photo cell safety guard

PLC control system

Piano type control panel

Touch LCD:screen

Stabilizer system on ram

Automatic motonzed ram aagjustment
Hydraulic overload system

Gear system in oil bath

Full automaticseenter light oif circulation
Press safety valves

Motor reverse motion

Conformity with CE directives

OPTIONAL ACCESSORIES
Inverter for speed control
Mould protection system

Heat treated steel body

Teknik Bilgiler Basing ~ Devir | Biyel Kolu Sirok (Sabif)  Baflanan Maks. | Masa Kog Mesafesi | Reglaj Mesafesi Masa Ebadi Motor Giicd  Yan Pencere
Technical Data ~ Pressure.  Cycle  Connection  Fixed Strok =~ Kalip Yiksekligi  Table-Ram Distance  Reglaj Dimens.  Table Dimensions Motor Power Genislik

Tip Ton  dev/dak  Rod mm MecModHeight(nm)  mm mm mm b o
GPH-2B 400 | 400 |25-35 2 200 600 850 180 1200 x 2500 30 Q00
GPH-2B 500 | 500 |25-35 2 250 650 900 160 1250 x 2500 37 950
GPH-2B 630 | 630 |20-30 2 300 700 1000 180 1300 x 3000 45 1000
GPH-2B 800 | 800 |15-25 2 3560 750 1100 150 1400 x 3500 bb 1100
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